
PressurePro Hot Wax RM 41
Paintwork preservation and care product with high natural carnauba wax content. Produces a high-lustre finish.

Properties

■   Long-term preservative

■   Contains natural carnauba wax

■   Creates a mirror-like high gloss

■   Reliable, long-lasting protection against weather and environmental conditions

■   Provides effective protection for up to one month

■   Can be used with all water qualities

■   Slows the resoiling process

■   Tensides biodegradable in accordance with EEC 648/2004

■   NTA-free

Application areas

Agriculture Transport and machines

Car dealership and garage Car preservation

Building Industry Machine and equipment preservation

Municipal Car preservation

Haulage contractors, bus operators Car preservation

Usage options

■   High-pressure cleaners

■   Manual

Technical data

Container sizes Packaging unit Part number

10 l 1 Piece(s) 6.295-153.0
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We would be happy to advise you:

pH value 5
in concentrate



Application

High-pressure cleaners
■   Clean object beforehand and carefully rinse with clear water.
■   Apply primary mixture with fresh water.
■   Set the dosage and temperature on the device
■   40-80°C processing temperature.
■   Wet object completely with the product.
■   Rinse surface well with clear water.

Manual
■   Clean object beforehand and carefully rinse with clear water.
■   Combine the product with the appropriate dosage and fresh water.
■   Wipe the object fully with, for example, a sponge.
■   Rinse the surface well and then polish.

Instructions for use

■   Use only on washed, well rinsed surfaces.

■   Store away from frost.

■   Store in a cool place.

■   Shake product well before use

Warnings and safety recommendations according to EC Directives

■   Danger

■   H315 Causes skin irritation

■   H318 Causes serious eye damage

■   H410 Very toxic to aquatic life with long lasting effects

■   P264 Wash thoroughly after handling.

■   P280 Wear protective gloves/protective clothing/eye protection/face

protection.
■   P305 + P351 + P338 IF IN EYES: Rinse cautiously with water for several

minutes. Remove contact lenses, if present and easy to do. Continue rinsing.
■   P310 Immediately call a POISON CENTER/doctor.

■   P362+P364 Take off contaminated clothing and wash it before reuse.

■   P501a Dispose of contents/container in accordance with

local/regional/national/international regulations.

Further information

■   Material Safety Data Sheet (MSDS)

Dosage and yield

Contents Cleaning method Primary mixture Dosage Yield

1000 ml High-pressure cleaners 1+3 1 – 2 % 260 m²

1000 ml Manual 1 – 2 % 250 m²
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