
PressurePro Active Cleaner, alkaline RM 81
direct
The PressurePro Active Cleaner, alkaline RM 81 direct, is a high-pressure cleaner that can be used without primary mixture for

the effective removal of heavy oil, grease and mineral contamination.

Properties

■   Effective high-pressure detergent

■   Can be used directly, without primary mixture

■   Loosens heavy oil, grease and mineral-based soiling

■   Cleaning action in all temperature ranges

■   Gentle on materials

■   Pleasant, fresh scent

■   Tensides biodegradable in accordance with EEC 648/2004

■   Quick oil and water separation in the oil separator (easily separable = asf)

■   NTA-free

■   Phosphate-free

■   Silicone-free

Application areas

Agriculture Transport and machines

Car dealership and garage Car/engine wash, Parts cleaning

Industry Surface degreasing

Haulage contractors, bus operators Car/engine wash

Food and drink industry Floor and surface cleaning

Usage options

■   High-pressure cleaners

■   Spray units

Technical data

Container sizes Packaging unit Part number

10 l 1 Piece(s) 6.296-123.0

20 l 1 Piece(s) 6.296-124.0
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We would be happy to advise you:

pH value 11
in concentrate



Application

High-pressure cleaners
■   Set the dosage and temperature on the device
■   Clean object, working in overlapping sections.
■   Rinse surface well with clear water.
■   In food-processing applications, rinse thoroughly with drinking water.

Spray unit
■   Wet object completely with the product.
■   Allow to soak.
■   Contact time 1-5 minutes, depending on the degree of soiling.
■   Rinse surface well with clear water.
■   In food-processing applications, rinse thoroughly with drinking water.

Instructions for use

■   In the food sector, rinse thoroughly with drinking water.

■   Test on an inconspicuous part for material compatibility.

■   Do not let the cleaning solution dry out.

■   Store away from frost.

Warnings and safety recommendations according to EC Directives

■   Warning

■   H290 May be corrosive to metals

■   P234 Keep only in original packaging.

■   P390 Absorb spillage to prevent material damage.

Further information

■   Material Safety Data Sheet (MSDS)

Dosage and yield

Contents Cleaning method Dosage Soiling Yield

1000 ml High-pressure cleaners 1 – 5 % medium 65 m²

1000 ml Spray units 5 – 25 % strong 55 m²
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We would be happy to advise you:


