
PressurePro Beyond Active Cleaner,
alkaline RM 82N
Alkaline active cleaner. 98% of the total ingredients are of natural origin¹⁾. Suitable for use with cold and hot water high-pressure

cleaners.

Properties

■   Effective high-pressure detergent

■   Dissolves heavy oil, grease and protein stains

■   Thermally stable in application up to 90°C

■   Cleaning that prevents material wear, through the use of corrosion inhibitors

■   Suitable for use in oil separators

■   Free from fragrances and dyes

■   Solvent-free

■   Phosphate-free

■   Silicone-free

■   Free from microplastics

■   Free from GM ingredients

■   Classification-free according to the CLP Regulation

Application areas

Agriculture Transport and machines

Car dealership and garage Car/engine wash, Parts cleaning

Food and drink industry Floor and surface cleaning

Industry Surface degreasing

Municipal Car/engine wash

Haulage contractors, bus operators Car/engine wash

Building Industry Transport and machines

Usage options

■   High-pressure cleaners

■   Spray units

Technical data

Container sizes Packaging unit Part number

1 l 12 Piece(s) 6.296-287.0

10 l 1 Piece(s) 6.296-195.0

20 l 1 Piece(s) 6.296-196.0

200 l 1 Piece(s) 6.296-296.0

¹⁾ Detergent certified by Ecocert Greenlife SAS according to the “Ecodetergent” standard available at detergents.ecocert.com/en.
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We would be happy to advise you:

pH value 11
in concentrate



Application

High-pressure cleaners
■   Set the dosage and temperature on the device (application temperature max.

90°C).
■   Clean object, working in overlapping sections.
■   Rinse surface well with clear water.
■   In food-processing applications, rinse thoroughly with drinking water.

Spray unit
■   Wet object completely with the product.
■   Allow to soak.
■   Contact time 1-5 minutes, depending on the degree of soiling.
■   Rinse surface well with clear water.
■   In food-processing applications, rinse thoroughly with drinking water.

Instructions for use

■   In the food sector, rinse thoroughly with drinking water.

■   Test on an inconspicuous part for material compatibility.

■   Do not let the cleaning solution dry out.

■   Store away from frost.

Further information

■   Material Safety Data Sheet (MSDS)

Dosage and yield

Contents Cleaning method Dosage Soiling Yield

1000 ml High-pressure cleaners 1 – 5 % medium 65 m²

1000 ml Spray units 5 – 25 % strong 55 m²

P
re

ss
u
re

P
ro

 B
ey

o
n
d
 A

ct
iv

e 
C
le

an
er

, a
lk

al
in

e 
R

M
 8

2
N

, 0
.0

1
1

-0
9

4
.0

, 2
0

2
6

-1
0

-0
2

We would be happy to advise you:


