KARCHER

Thermo Wax CP 945

This thermo-wax concentrate produces a water-repellent, durable coating with a high-gloss effect. With a high natural carnauba
wax content.

pH value 5

in concentrate NTA_free
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= Effective thermo wax for use in self-service washing installations Car dealership and garage Cars
= Protects effectively for up to one month Haulage contractors, bus operators Commercial vehicle cleaning
= Effective in all water hardnesses Self-service washing stations Cars, commercial vehicles, bicycles

= Creates a mirror-like high gloss
= VDA-compliant
= Tensides biodegradable in accordance with OECD

= NTA-free

Usage options Technical data

= High-pressure cleaners Container sizes Packaging unit Part number
= Self-service washing stations 20| 1 Piece(s) 6.295-521.0

We would be happy to advise you:

Thermo Wax CP 945, 0.011-620.0, 2026-07-10



KARCHER

Application Instructions for use

High-pressure cleaners = Avoid over-dosage.
= Set the dosage and temperature on the device
= 40-90°C processing temperature.

= Wet object completely with the product.

= Use only on washed, well rinsed surfaces.
= Apply primary mixture only with demineralised water.
= Store away from frost.

Self-service washing station

= Insert the product into the system. Warnings and safety recommendations according to EC Directives

= Set the dosage and temperature on the device
= 40-90°C processing temperature. = EUH 210 Safety data sheet available on request.
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Start care programme.
Further information

= VDA certification
= Material Safety Data Sheet (MSDS)

Dosage and yield

Contents Cleaning method Dosage Yield
1000 ml High-pressure cleaners 0.2-04% 90 Car
1000 ml Self-service washing stations 02-04% 90 Car
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