
TB
Commercial vehicle wash system for powerful cleaning of lorries and buses. Configurable and flexibly adaptable to different site

conditions.

Order no. 1.534-052.2

■   Flexible adaptation to any location
■   Four adjustable wash heights, hot-dip galvanised steel framework
■   Patented side brush suspension system

Technical data

Wash bay requirement mm 2800 × 4800 × 5990

Wash height mm 3600, 4250, 4600, 5050

Machine height mm 4539, 5189, 5539, 5989

Machine height with splash guard mm 4597, 5247, 5597, 6047

System width with Splash Guard mm 5000

System width with rotating side
brushes

mm 4830

Fresh water connection volume l/min 100

Fresh water connection pressure bar 4 / 6

Power input kW 5.3

Number of current phases Ph 3

Voltage V 400

Frequency Hz 50

Software updates available until 2031-01-01

Equipment

Individual brush equipment

Flexible control panel

This machine requires instruction.
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CONFIGURABLE



Patented side brush suspension system

■ Brushes can move freely in all directions.

■ No bending of the shafts.

■ Contact pressure is individually adapted to the

vehicle for optimal washing results.

Control unit with integrated touchscreen

■ Flexible configuration of all parameters.

■ Customised adaptation to any vehicle fleet.

Flexible adaptation to any location

■ Four different wash heights, which can be

reduced by up to 300 mm in increments of

100 mm.

■ The system width can be reduced by 100 mm on

each side.
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Order no. Description

WATER RECLAMATION FOR CAR AND TRUCK WASH SYSTEMS

Physical water reclamation systems

WRP 8000 1 1.217-051.0 The WRP 8000 water recycling system delivers a flow rate of 8000 l/h and reduces fresh water
consumption from 52 to 85 per cent.



 Available accessories.     

ACCESSORIES FOR TB
1.534-052.2
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