KARCHER

BATTERY POWER+ 36/60

Extremely powerful Battery Power+ 36 V lithium-ion battery with a capacity of 6.0 Ah for a long runtime. With innovative Real
Time Technology via LCD display and voltage monitoring.

TECHNOLOGY
4 OH

Order no. 2.042-022.0

Technical data

EAN code 4054278636009
Battery platform 36 V battery platform
Battery type tgptgjrr; ion exchangeable
Voltage \") 36

Capacity Ah 6

Energy Wh 216

Colour Anthracite

Weight kg 15

Weight incl. packaging kg 19

Dimensions (L x W x H) mm 134 x 89 x 118
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Innovative Real Time Technology

= The integrated LCD screen shows the remaining
runtime, remaining charging time and charging
state at all times.

KARCHER

Extreme robustness 36 V Kdrcher Battery Power battery
= Karcher's battery casings are extremely platform

shock-resistant. = For use in all 36 V Karcher Battery Power
= Plastic housing. battery platform devices.

= For use in all 36 V Karcher Battery Power+
battery platform devices.
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COMPATIBLE MACHINES

= BR 30/4 C Bp Pack 36/75
= BVL 3/1 Bp

= BVL 3/1 Bp Pack

=BVL 5/1Bp

= CV 30/2 Bp Adv

= CVS 65/1 Bp

= HD 4/11 C Bp Pack Plus
= KIRA CV 50

= | B 930/36 Bp

= Starter kit Battery Power+ 36/75
=T9/1Bp

KARCHER

= B 930/36 Bp Pack
= Starter kit Battery Power+ 36/60
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KARCHER

ACCESSORIES FOR BATTERY POWER+ 36/60

2.042-022.0

1 2
Order no. Description
BATTERY CHARGERS
Universal charger Battery Power+ 18-36 1| 2.445-054.0 | Universal charging unit Battery Power+ with LED operating status indicator for charging all 18 and |0
36 V Karcher Battery Power and Karcher Battery Power+ lithium-ion batteries. Suitable for wall
mounting.
Fast charger Battery Power+ 36/60 2 | 2.445-045.0 | Charge all 36 V Karcher Battery Power and Karcher Battery Power+ lithium-ion batteries with max. |

6 A charging current: Quick charger with LED operating status indicator. Easy wall mounting.

O Available accessories.
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