KARCHER

H 10 Q HIGH-PRESSURE HOSE WITH QUICK
CONNECT AND FOR HOSE REEL DEVICES

Replacement hose with Quick Connect adapters for quick attachment. For all Karcher devices in classes K 4-K 7 with hose reel
(from 2009 year of manufacture or later). The high-pressure hose is 10 metres long and suitable for temperatures up to 60°C and
a pressure up to 180 bar.

Order no. 2.643-633.0

Technical data

EAN code 4054278159591
Colour Black

Weight kg 0.9

Weight incl. packaging kg 1.1

Dimensions (L x W x H) mm 245 x 264 x 65
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Quick Connect adapter Quick-coupling system

Replacement hose 10 m

= For easy cleaning

= The high-pressure hose is easy to manoeuvre,

= Large operating radius.

clicking quickly in and out of the device and

trigger gun. This saves time and effort.

COMPATIBLE MACHINES

= K 4 Premium Power Control Flex
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ACCESSORIES FOR H 10 Q HIGH-PRESSURE HOSE WITH QUICK CONNECT AND FOR

HOSE REEL DEVICES
2 643-633.0

KARCHER

1
Order no. Description
MISCELLANEOUS
Anti-twist adapter 1| 2.644-257.0 | The anti-twist adapter eliminates loops in the high-pressure hose for guaranteed twist-free

working. For all high-pressure hoses with a Quick Connect adapter on the gun.

O Available accessories.
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