
ATTACHMENT KIT PLUG-IN CONNECT
MODULE
The IoT module¹⁾ is used to transmit information on the location and operating hours of battery-powered Kärcher cleaning

machines and third-party devices to the equipment management system.

Order no. 2.644-391.0

Technical data

EAN code 4066529104014

Quantity per Unit Piece(s) 1

Quantity Piece(s) 1

Software updates available until 2032-01-01

Weight kg 0.2

Weight incl. packaging kg 0.4
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COMPATIBLE MACHINES
■ BD 38/12 C Bp Pack Li

■ BD 50/40 RS Bp

■ BD 50/55 W Classic Bp *KAP

■ BD 50/70 R Classic *KAP

■ BD 70/75 W Classic Bp

■ BD 75/120 R Classic Bp

■ BD 90/160 R Classic Bp

■ BR 35/12 C Bp Pack Li

■ CV 60/1 RS Bp Pack

■ CVS 65/1 Bp

■ HDS 13/20 De Tr1 - preconfigured

■ KM 100/100 R Bp

■ KM 100/120 R Bp

■ KM 105/180 R Bp Classic

■ KM 130/300 R Bp

■ KM 130/300 R D Classic

■ KM 130/300 R I Bp

■ KM 130/300 R I D

■ KM 150/500 R Bp

■ KM 150/500 R D Classic

■ KM 70/30 C Bp Pack Adv

■ KM 75/40 W Bp

■ KM 85/50 R Bp

■ MC 250 EURO 6

■ MC 250 STAGE V

■ MC 80
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