KARCHER

K5 POWER CONTROL HOME

Vél lielakai kontrolei: K 5 Power Control spiediena mazgatajs ar lietotnes konsultantu, izmantojot lietotni, G 160 Q Power Control
pistoli, Vario Power smidzinataju un Plug 'n' Clean sistemu. Ar majas komplektu.

Pasitijuma Nr.

\—/

1.324-553.0

= Power Control pistole ar ekranu spiediena limena noteiksanai
= Maksimala iekartas stabilitate pazeminata smaguma centra, praktiska SlUtenes turetaja un izturigas pamatnes dé|
= [pasi efektivs Odensdzeses motors

Tehniskie dati

EAN kods

Spriegums

Frekvence

Spiediens

Caurplode

Platibas tirisanas veiktspéja
leplddes temperatura
nominala ieejas jauda
Stravas kabelis

Krasa

Svars bez piederumiem
Svars, ieskaitot iepakojumu
Izmeéri (Gx P x A)
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+100% POWER

VARIO POWER

Komplektacija ieklauts

Komplekts majai: T 5 virsmu tiritajs, akmens un fasazu tirisanas lidzeklis, "tris
viena", 1l

Augstspiediena pistole: G 160 Q Power Control

Vario PowerJet uzgalis

Dublu fréze

Augstspiediena $|otene: 10 m

3/4" darza $|0tenu savienosanas adapters

Standarta piederumi

Integréts tiklin$ piederumu uzglabasanai

Quick Connect savienojums uz iekartas

Tirisanas lidzek]u lietosana, izmantojot: Plug 'n' Clean sistéma
Teleskopisks rokturis

Udensdzeses motors

lebOvéts dens filtrs

Udens iesoksana



Home & Garden lietotne

= Karcher Home & Garden lietotne padaris JUs par
tirisanas ekspertu.

= [zmantojiet mUsu plasas Karcher zinasanas, lai
sasniegtu nevainojamus tirisanas rezultatus.

= Erts un visaptveross serviss - visa informacija
par iekartu, tas lietojumu un mUsuU servisa
portalu.

KARCHER

Power Control pistole ar Quick Connect un
stobriem

= Optimals iestatijums katrai virsmai. Tris
spiediena pakapes un viens tirisanas lidzek|a
iestatijums.

= Pilniga kontrole - LCD ekrana tiek paraditi
veiktie iestatijumi.

= Quick Connect savienojums, lai viegli
piestiprinatu augstspiediena $|0teni un
piederumus pie iekartas.

AOM JHL
Mva Ny

Plug 'n' Clean - Karcher mazgasanas
Iidzeklu sistéma

= [novativa ievietosanas sistéma Karcher tirisanas
lidzek|u pudelem.

= Ar 50 augstspiediena tirisanas iekartu
mazgasanas lidzekla uzklasana ir atra, vienkarsa
un érta.

= Karcher mazgasanas lidzek|i palielina efektivitati
un aizsarga virsmu.
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Pasitijuma
Nr. Apraksts

CIETO VIRSMU TIRITAJI

T 5 T-Racer virsmu tiritajs 1|2.644-084.0 | T 5 T-Racer virsmu tiritajs nozime ropigu tirisanu un bez slakatam lielas platibas. Reguléjama | |
sprauslas pozicija nozimé, ka virsmu tiritaju var izmantot gan noturigu, gan jotigaku virsmu
tirisanai.

T 7 Plus T-Racer virsmu tiritajs 2 | 2.644-074.0 | Jaudiga sprausla lieliskiem tirisanas rezultatiem pat sturos un gar malam: T 7 Plus T-Racer virsmas |[J
tiritajs ar skalosanas funkciju - efektivai lielu platibu tirisanai bez $lakatam.

PS 30 mazgasanas birste 3| 2.644-123.0 | PS 30 jaudiga mazgasanas iekarta ar trim integrétam augstspiediena sprauslam spécigi nonem O
noturigus netirumus no dazadam virsmam, vienlaikus ietaupot laiku. Lieliski pieméerota kapném un
malam. letver integrétu lapstinu, lai notiritu netiro Odeni.

PS 30 Plus jaudiga mazgasanas birste virsmu 4| 2.644-212.0 | PS 30 Plus jaudiga mazgasanas birste notira noturigos netirumus ar trim augstspiediena sprauslam. | [

tirisanai Pateicoties grozamajai sanu sprauslai, visi sturi un malas tiek notiriti bez piepules.

1IZSMIDZINASANAS CAURULES

VP 180 512644-430.0 | |

DB 145 dublu fréze K 4 un K 5 augstspiediena 6 | 2.642-728.0 | Dublu fréze ar jaudigu rotéjosas struklas sprauslu Karcher augstspiediena tirisanas iekartam K 4 un |

mazgatajiem K 5 klasé. Tpasi noturigiem netirumiem, pieméram, sunam vai apdilumam.

Teleskopiska struklas caurule 7 | 2.642-347.0 | Teleskopiska struklas caurule (1,20 m x 4 m) értai griti aizsniedzamu vietu tirisanai. Ar nonemamu |
plecu siksnu, bajonetsavienojumu un integrétu ergonomiski pielagojamu pistoli. Svars - apm. 2 kg.

TLA 4 teleskopiskais smidzinatajs 8 | 2.644-190.0 | Vienkarsa tirisana jebkura (gandriz) vieta: Pateicoties 180° reguléjamam engem, teleskopiskais O
smidzinatajs viegli aizsniedz vietas, kuram ir groti piek|Gt.

Fasazu un stikla tirisanas komplekts 9| 2.644-249.0 | Komplekta ir teleskopiskais smidzinatajs TLA 4 un fasazu un stikla tirisanas piederums. Groti O
aizsniedzamu objektu vienkarsSai tirisanai, pieméram, maju fasadém vai ziemas darziem.

Aizsargs pret Slakatam 10 | 2.642-706.0 | Caurspidigs pretslakatu aizsargs K 2 - K 7 klases Karcher spiediena mazgatajiem aizsarga lietotaju | [
un apkartni no izsmidzinama Udens. Ideali piemérots stdru un malu tirisanai.

Lenka smidzinataja caurule 11 ]2.638-817.0 | Loti gara lenkveida smidzinataja caurule (@aptuveni 1 m), lai viegli varétu tirit grati sasniedzamas O
vietas, pieméram, jumta notekcauruli vai transportlidzek|u apaksas.

Pagarinajums 12 | 2.643-240.0 | Pagarina izsmidzinasanas cauruli par 0,4 m. Efektivai groti sasniedzamu vietu tirisanai. Piemérots |[J
visiem Karcher piederumiem.

eco!Booster K 5 13 | 2.645-384.0 | eco!Booster ir efektiva un ideali piemeérota saudzigi tiramam virsmam. Ta nodrosina par 50% lielaku| (]
tirisanas veiktspéju neka standarta plakanas stroklas sprausla, ietaupot ddeni, energiju un laiku.

VP 180 S vario power jet iss 360° modeliem 14 | 2.643-254.0 | VP 180 S: Vario struklas 360° isais aprikojums ar bezgaligi mainigu spiediena regulésanu un O

K2-K7

reguléjamu 360° savienojumu ir lieliski piemerots gruti sasniedzamu vietu tirisanai.

B leklauts piegades komplektacija

[J Pieejamie piederumi
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Pasitijuma
Nr. Apraksts
1IZSMIDZINASANAS CAURULES
MJ 4-in-1 ‘ 15 ‘ 2.644-431.0 ]
PISTOLES
G160Q 16 | 2.644-327.0 | |
G 180 Q PC 17| 2.644-434.0 O]
G 145 Q Full Control 18 | 2.643-634.0 | Augstspiediena pistole ar LED displeju dazadu spiediena iestatijumu un mazgasanas lidzekla rezima|[J

paradisanai. Ar atro savienojumu. Karcher Full Control spiediena mazgataju klasem no K 4 [idz K 5.

BIRSTES UN TIRISANAS SUKLI

WB 7 Plus mazgasanas birste "tris viena" 19 | 2.644-374.0 | Ipasi daudzveidigi lietojama pratigas kombinacijas dél: WB 7 Plus "tris viena" mazgasanas birsté ir |
apvienots putu uzgalis, plakana augstspiediena udens strokla un miksta birste.

Power brush 20 | 2.643-237.0 | WB 150 jaudiga birste jutigu virsmu tirisanai bez Slakatam. Efektiva augstspiediena un manualas O
birstes spiediena kombinacija ietaupa energiju, tdeni un laiku I1dz 30%.

WB 120 21 | 2.644-060.0 | Rotéjosa mazgasanas birste ar mainamu stiprinajumu visu gludo virsmu, pieméram, krasas, stikla |
vai plastmasas, tirisanai. Atra un érta nomaina, pateicoties integrétajai atbrivosanas svirai.

WB 130 rotating wash brush 22 | 2.644-286.0 |

WB 120 Car & Bike 23 | 2.644-129.0 | Maigi notira automasinas un motociklus: Rotejosa mazgasanas birste ar inovativu mikstu O

mikroskiedras mainamu stiprinajumu automasinam un motocikliem. Mazgajama velas mazgajama
masina 60 ° C temperatura.

WB 130 rotating wash brush car & bike 24 | 2.644-287.0 |

WB 60 Miksta mazgasanas birste virsmam 25 | 2.643-233.0 | Miksta plakana birste lielaku platibu, pieméram, automasinu, treileru, laivu, ziemas darzu vai slégu, |
tirisanai. Laba veiktspéja laukuma ar darba platumu 248 mm.

Ritenu mazgasanas birste 26 | 2.643-234.0 | Ritenu mazgasanas birste efektivai tirisanai ari gruti sasniedzamas vietas. Vienveidigs 0dens O

sadalijums 360° lenki, nodrosinot perfektu tirisanas rezultatu.

Standarta mazgasanas birste 27 | 6.903-276.0 | Mazgasanas birste ar mikstiem sariem jutigu un groti sasniedzamu zonu mazgasanai. Piemeérots |

visiem Karcher K 2 lidz K 7 augstspiediena mazgatajiem.

CAURULVADU TIRISANA

PC7.5 ‘ 28 ‘ 2.644-491.0 O

W leklauts piegades komplektacija [ Pieejamie piederumi
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Nr. Apraksts
CAURULVADU TIRISANA
PC 15 29 | 2.644-492.0 |
Jumtu notekcaurulu un caurulu tirisanas 30 | 2.642-240.0 | Jumtu notekcaurulu un caurulu tirisanas komplekts visu paveic pats - ar augsta spiediena palidzibu.| [0
komplekts Tas viegli iztira izplodes, caurulvadu aizseréjumus un notekcaurules.
Caurulu tirisanas komplekts, 15m 31 | 2.637-767.0 | Caurulu tirisanas komplekts ar 15 m garu $|uteni, lai iztiritu aizséréjumus caurulés, notekas, O
stavvados un tualetes.
Caurulu tirisanas komplekts, 7.5m 32 | 2.637-729.0 | Caurulu tirisanas komplekts ar 7.5 m garu s|0teni, lai iztirTtu aizséréjumus caurulés, notekas, O
stavvados un tualetes.
PUTU UZGALIS
FJ putu uzgalis 33| 2.643-147.0 | FJ 6 putu sprausla tirisanai ar specigam putam (pieméram, ultra putu tirisanas lidzeklis). O
Automasinam, motocikliem un tirisanas lidzek|u uzklasanai uz akmens un koka virsmam un
fasadem.
FJ 10 putu uzgalis ar Ultra Foam Cleaner 34| 2.643-143.0 | Ultra Foam cleaner lidzeklis + atras nomainas putu uzgalis FJ 10 C ar Connect 'n’' Clean putu uzgali. |
lidzekli Uzgalis nodro$ina vieglu un atru mazgasanas lidzekla nomainu ar vienu klikski.
FJ 10 C putu strukla Connect 'n' Clean ar 35 | 2.643-144.0 | Automasinu Sampdns + atras nomainas sistéma FJ 10 C Connect 'n' Clean putu sprausla. Viegla O
automasinu sampunu tris viena nomaina starp dazadiem mazgasanas lidzekliem ar vienkarsu klikski.
DAZADI
SH 5 iesuksanas Slutene 36 | 2.643-100.0 | Videi draudziga 5 metru gara iesuksanas slUtene udens iesuk$anai no alternativiem avotiem, O
pieméram, Udens pamatném vai traukiem.
Smilsu un mitruma tirisanas komplekts 37 | 2.638-792.0 | Smilsu un mitruma tirisanas komplekts rusas, krasas un ieeédusos netirumu nonemsanai, izmantojot | [
Karcher skrapi.
Mainams savienojums 38 | 2.640-733.0 | Mainams savienojums, roté 180°, griti sasniedzamu vietu tirisanai. Savienojums: lai savienotu O
pistoli ar piederumu vai caurules pagarinajumu un piederumu.
Udens filtrs 39 | 4.730-059.0 | Udens filtrs aizsarga spiediena mazgasanas siknus no netira Gdent esosajam netirajam dalinam. O
Pretsavérpsanas adapters 40 | 2.644-257.0 | Pretsaverpsanas adapters noveérs augstspiediena $lUtenes cilpu veidosanos, lai nodrosinatu darbibu | O
bez s|Utenes saveérpsanas. Visam augstspiediena s|Gteném ar Quick Connect adapteri uz pistoles.
"0" gredzenu komplekts rezervei 41 | 2.640-729.0 | Nomainams O-gredzenu komplekts, lai viegli nomainitu O-gredzenus un drosibas aizbaznus O
spiediena mazgataju piederumos.
AUGSTSPIEDIENA SLUTENES
Augstspiediena slotenes pagarinajums - sistémai lidz 2009. gadam ar Quick Connect sistému
Augstspiediena SlUtenes pagarinajumi, 9 m, 42| 2.641-721.0 | 9 m augstspiediena SlUtene rezervei K3-K7 serijam majsaimnieciba lietojamiem mazgatajiem no O
K3 - K7 2009. gada, §|Utene ir savienota ar pistoles sprodu ar Atro savienojumu, 160 bari, 60 °C.

[ Pieejamie piederumi

K 5 Power Control Home, 1.324-553.0, 2026-08-07



KARCHER

PIEDERUMI PAREDZETI K 5 POWER CONTROL HOME

1.324-553.0

P2

43 44

50

—

Pasitijuma
Nr.

Apraksts

AUGSTSPIEDIENA SLUTENES

Augstspiediena $l0tenes nomainas komplekts - sistémai no 1992. gada

Komplekts pagarinajuma s|0tenes 43 | 2.643-037.0 | Divu dalu adapteru komplekts pagarinajuma s|0tenes ar skrOvéjamu vitni savienosanai ar spiediena| ]

savienosanai ar spiediena mazgataju mazgataju ar atra savienojuma sistemu. Nav paredzets s|Utenes spoles iekartam.

Augstspiediena $l0tenes pagarinajums - sistémai no 2008. gada ar Quick Connect sistému

Augstspiediena $|0tenes pagarinajumi, 10 m, 44 | 2.641-710.0 | Augstspiediena $|0tenes pagarinajumi lielakai darbibas brivibai. 10 m izturiga DN 8 kvalitatei O

K3-K7 (pistoles modelim "Best" - "Vislabakais") atbilstosa s|Utene ilgstosai darbibai. K3 - K7 sérijam no 2008. gada ar Atras savienosanas
savienotaju.

Augstspiediena $|Utenes pagarinajumi, 6 m, 45 | 2.641-709.0 | Augstspiediena $|0tenes pagarinajumi lielakai darbibas brivibai. 6m izturiga DN 8 kvalitatei O

K3-K7 (pistoles modelim "Best" - "Vislabakais") atbilstosa s|Utene ilgstosai darbibai. K2 - K7 sérijam no 2008. gada ar Atras savienosanas
savienotaju.

SLUTENU UZGLABASANA UN SLOTENU RATINI

HT 2 46 | 2.645-361.0 | Mobili un stabili §|Utenes ratini ar 1pasi platu pamatni, kas nodrosina maksimalu stabilitati. O
Kompakts modelis ar augstuma reguléjamu rokturi maziem darziem.

HT 2.20 Set 47 | 2.645-362.0 | Mobili un stabili s|utenes ratini ar 1pasi platu pamatni, 20 m garu Karcher $|dteni, laistisanas O
piederumiem un sprauslu, ka arT augstuma reguléjamu rokturi.

HT 3 48 | 2.645-363.0 | Mobilitate un stabilitate: s|Utenes ratini vidéja lieluma darziem ar 1pasi platu pamatni, kas O
nodrosina maksimalu stabilitati, un augstuma reguléjamu rokturi. Komplekta ieklauts sprauslas
turétajs.

HT 3.20 Set 49| 2.645-364.0 | Sl0tenes ratini ar sprauslas turétaju, ipasi platu pamatni, kas nodrosina maksimalu stabilitati, O
augstuma reguléjamu rokturi, 20 m garu darza §|Gteni un laistisanas piederumiem.

HT 4 50 | 2.645-365.0 | Viss tiek kontroléts: izturigi $|0tenes ratini ar Tpasi platu pamatni maksimalai stabilitatei, precizu O
Slutenu vadiklu un augstuma reguléjamu rokturi.

HT 4.20 Set 51 | 2.645-366.0 | Mobili $|0tenes ratini ar ipasi platu pamatni, precizo $|Utenes vadiklu un augstuma reguléjamo O
rokturi ir gatavi tolitéjai lietosanai. Ar 20 m garu s|Uteni un piederumiem.

HT 5 M 52 | 2.645-367.0 | Mobili un izturigi $|Utenes ratini ar metala spoli, ipasi platu pamatni maksimalai stabilitatei, precizu |
Slotenu vadiklu un augstuma reguléjamu rokturi.

HT 5.20 M Set 53 | 2.645-368.0 | S|Utenes ratini ar izturigu metala spoli, platu pamatni, kas nodrosina stabilitati, un 20 m garu $|0teni| (J
ir gatavi tulitéjai lietosanai kopa ar pievienotajiem laistisanas piederumiem.

HT 6 M 54 | 2.645-369.0 | Mobili un stabili $|0tenes ratini ar izturigu metala spoli, ipasi platu pamatni un precizu $|Utenes O
vadiklu, ka arT augstuma reguléjamu rokturi.

HR 2.10 Set 55 | 2.645-370.0 | Pilnigs komplekts értai laistiSanai un vietu tauposai §|Utenes uzglabasanai. Gatavs tolitéjai O
lietosanai ar 10 m garu Karcher darza s|0teni, savienotajiem, krana adapteri un sprauslu.

HR 3 56 | 2.645-371.0 | Viena $|Utenes spole - divas funkcijas: HR 3 tiek izmantota gan $|0tenes uzglabasanai pie sienas, O

gan mobilai lietosanai darza. Ta izskatas pielagojama laistisana.

[ Pieejamie piederumi
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Nr. Apraksts

SLUTENU UZGLABASANA UN SLOTENU RATINI

HR 3.20 Set 57 | 2.645-372.0 | Viena $|Utenes spole - divas funkcijas: HR 3.20 Set ar 20 m $|0teni un piederumiem tiek izmantots |
gan $|Utenes uzglabasanai pie sienas, gan maobilai lietosanai darza.

HR 4 58 | 2.645-373.0 | SlUtenes uzglabasanai pie sienas un ka parvietojami $|0tenes ratini: HR 4 piedava abas iespéjas, un |
to var viegli nonemt no sienas, lai nodrosinatu pielagotu laistisanu.

HR 4.30 Set 59 | 2.645-374.0 | S|Gtenu uzglabasanai pie sienas un ka parvietojami $lotenu ratini: HR 4.30 Set ar 30 m §|0teni, Oa
piederumiem un sprauslas turétaju piedava abas iespéjas pielagotai laistisanai.

HBX 4.15 Automatic 60 | 2.645-377.0 | Vienmér gatava lietosanai: $|Utenes spole értai un parocigai laistisanai. Ar 15 m garu s|0teni un O
automatisku S|Utenes ievilkSanu - vairs nav jaliecas, jauztin vai javarta rokas.

HBX 4.20 Automatic 61 | 2.645-378.0 | Vienmeér gatava lietoSanai: $lutenes spole ertai un parocigai laistisanai. Ar 20 m garu $loteni un O
automatisku S|0tenes ievilksanu - vairs nav jaliecas, jauztin vai javarta rokas.

HBX 5.25 Automatic 62 | 2.645-379.0 | Vienmeér gatava lietosanai: $|Utenes spole értai un parocigai laistisanai. Ar 25 m garu $|0teni un Od
automatisku s|utenes ievilkSanu - vairs nav jaliecas, jauztin vai javarta rokas.

HBX 5.30 Automatic 63 | 2.645-380.0 | Vienmér gatava lietosanai: slGtenes spole értai un parocigai laistisanai. Ar 30 m garu $l0teni un O
automatisku $|0tenes ievilksanu - vairs nav jaliecas, jauztin vai javarta rokas.

HBX 5.35 Automatic 64 | 2.645-381.0 | Vienmér gatava lietosanai: $|Utenes spole értai un parocigai laistisanai. Ar 35 m garu $|0teni un Oa
automatisku s|0tenes ievilksanu - vairs nav jaliecas, jauztin vai javarta rokas.

SLUTENES

PrimoFlex 1/2" 30m 65 | 2.645-248.0 O

K 66 | 2.645-296.0 =

PrimoFlex® 1/2" - 25 m 67 | 2.645-297.0 Isl

K 68| 2.645-298.0 O]

Performance Plus $|0tene 1/2" 20 m 69 | 2.645-318.0 | Augstvertigais materials, kas pakartots vairakos slanos, gada par to, lai s Performance Plus $|Utene |0
bUtu elastiga un izturiga pret samezglojumiem. Nodrosina pastavigu odens plasmu.

Performance Plus $|Utene 1/2" 50 m 70 | 2.645-319.0 | Augstveértigais daudzslanu materials gada par to, lai i 1/2" 50 m Performance Plus $|0tene bdtu O

1pasi noturiga, elastiga un izturiga pret samezglojumiem. Nodrosina pastavigu Udens pldsmu.

[ Pieejamie piederumi
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Pasitijuma
Nr. Apraksts

SLOTENES

Performance Plus $|0tene 5/8" 25 m 71 | 2.645-320.0 | Jauna, 25 metru gara darza $|Utene Performance Plus 5/8" ir elastiga un Tpasi noturiga pret
loctjumiem, kas nodrosina pastavigu ddens plUsmu. Plisanas spiediens - 40 bari.

Performance Plus $|Utene 5/8" 50 m 72 | 2.645-321.0 | 50 metru gara darza s|0tene Performance Plus 5/8" ir radita no ipasi izturiga daudzslanu materiala.
Ta ir elastiga un noturiga pret locijumiem, kas gada par pastavigu udens plusmu.

Performance Plus $|Utene 3/4" 25 m 73| 2.645-322.0 | 25 m gara Performance Plus 3/4" darza $|Utene ir elastiga, viegli lietojama, ar ilgu kalposanas laiku
un ipasi noturiga pret locijumiem, kas gada par pastavigu Udens plusmu.

Performance Plus $|Utene 3/4" 50 m 74 | 2.645-323.0 | Performance Plus 3/4" 50 m darza $|0tene ir Tpasi noturiga pret locijumiem, tas sastava nav kaitigu
vielu. Izgatavota no augstvertiga daudzslanu materiala, kas gada par pastavigu udens plusmu.

Performance Premium $|dtene 1/2" 20 m 75 | 2.645-324.0 | Ipasi elastiga un izturiga darza $|Utene Performance Premium. Diametrs - 1/2" garums - 20 metri.
Ar Karcher Premium tehnologiju pret samezglo$anos.

Performance Premium §|0tene 1/2" 50 m 76 | 2.645-325.0 | Ipasi elastiga un izturiga darza $|0tene Performance Premium. Diametrs - 1/2", garums - 50 metri.
Ar Karcher Premium tehnologiju pret samezglosanos.

Performance Premium $|Gtene 5/8" 25 m 77 | 2.645-326.0 | Ipasi elastiga un izturiga darza $|0tene Performance Premium. Diametrs - 5/8", garums - 25 metri.
Ar Karcher Premium tehnologiju pret samezglosanos.

Performance Premium §|0tene 5/8" 50 m 78 | 2.645-327.0 | Ipasi elastiga un izturiga darza $|0tene Performance Premium. Diametrs - 5/8", garums - 50 metri.
Ar Karcher Premium tehnologiju pret samezglosanos.

Hose set 1/2" 10m 79 | 2.645-399.0

Savienojuma komplekts augstspiediena 80 | 2.645-156.0 | SlUtenu komplekts tirisanai ar augstu spiedienu vai darza laistisanai. Ar 10 m PrimoFlex®

tiritajiem $|0teni(3/4"), G3/4 krana adapteri, 1x universalu $|0tenes savienotaju, ka art universalu s|0tenes
savienotaju ar Agua Stop.

Udens padeves §|0tenes komplekts 81 | 2.645-258.0 | SlUtenu komplekts Odens apgadei (augstspiediena mazgatajs, darza laistisana). Ar 10 m PrimoFlex®
Sluteni (% "), SlUtenes savienotaju ar Agua Stop un bez ta, ka arT universalu savienojumu
bezvitnotiem kraniem.

PrimoFlex® $|0tene 1/2" - 20 m 82 | 2.645-138.0 | Durable, non-kinking PrimoFlex® quality garden hose (1/2"), 20 m. Pressure-resistant, reinforced
braided. Unharmful to health. Bursting pressure: 24 bar. Wide operating temperature range from
-20to 65 °C.

PrimoFlex” §|0tene 1/2" - 50 m 83| 2.645-139.0 | PrimoFlex® quality garden hose (1/2") 50 m. Pressure-resistant, reinforced braided. Unharmful to
health. Bursting pressure: 24 bar. Temperature range from -20 to 65 °C.

PrimoFlex® s|0tene 5/8" - 25 m 84 | 2.645-140.0 | PrimoFlex® quality garden hose (5/8") 25 m. Pressure-resistant, reinforced braided. Unharmful to
health. Bursting pressure: 24 bar. Wide operating temperature range from -20 to 65 °C.
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SLOTENES

PrimoFlex® hose 5/8" - 50 m 85 | 2.645-141.0 | PrimoFlex® kvalitativa darza §|Utene (5/8") 50 m gara. Ar spiedienu izturigu stiegrojuma sietu. Od
Nesatur veselibai kaitigas vielas. Parspiediena spiediens: 24 bari. Augstas temperaturas izturiba no
-20 Iidz 65 ° C.

PrimoFlex® s|0tene 3/4" - 25 m 86 | 2.645-142.0 | PrimoFlex® quality garden hose (3/4") 25 m. Pressure-resistant, reinforced braided. Unharmful to O
health. Bursting pressure: 24 bar. Wide operating temperature range from -20 to 65 °C.

PrimoFlex® s|0tene 3/4" - 50 m 87 | 2.645-143.0 | PrimoFlex® quality garden hose (3/4") 50 m. Pressure-resistant, reinforced braided. Unharmful to |
health. Bursting pressure: 24 bar. Wide operating temperature range from -20 to 65 °C.

SAVIENOTAJELEMENTI / KRANA ADAPTERI

Universals $|0tenes savienojums Plus 88 | 2.645-193.0 | Universals $|Utenes savienojums Plus ar mikstiem plastmasas rokturiem ar padzilinajumiem értai O
izmantosanai. Saderigs ar visam "click” sistémam.

Universals s|0tenes savienotajs Plus ar Aqua 89 | 2.645-194.0 | Universals $|Utenes savienotajs Plus ar Aqua Stop un mikstiem plastmasas rokturiem ar O

Stop padzilinajumiem értai izmantosanai. Saderigs ar visam "click” sistémam.

UNIVERSALIE TIRITAJI

Universalais tiriajs, 11 90 | 6.296-225.0 (@]

RM 555 "leslédz un tiri" universalais tiritajs 91 | 6.295-753.0 | Spécigs universals tiritajs (1 litra pudele), kas paredzéts izmantosanai Karcher spiediena (@]
mazgatajos. "lesledz un tiri": vienkarss izmantosana kopa ar augstspiediena tiritaju. Var izmantot
praktiski visur.

TRANSPORTLIDZEKLA APKOPE

RM 670 Winter windshield cleaner concent 92 | 6.296-169.0 (6]

Auto Sampins 3in1, 1| 936.296-226.0 0]

Kukainu tiritajs 3in1, 0.5 | 94 | 6.295-761.0 | Viegli nonem kukainus no krasotam virsmam, radiatoru rezgiem, aréjiem spoguliem, paneliem un O
plastmasas.

RM 640N RTU 95 | 6.296-288.0 O

Auto stiklu tiritajs 0,51 96 | 6.296-105.0 | Auto stiklu un spogulu tirisana bez Svikam un atspidumiem. Uzticami nonem no kukainus, pirkstu O
nospiedumus un netirumus. Ar antistatisku efektu aizsardzibai pret atkartotu nosmerésanos.

Salona tirisanas lidzeklis 0,51 97 | 6.296-106.0 | Atsvaidzinosi tiram interjeram bez smarzas: no panela lidz gumijas blivém, no displeja lidz O
polsteréjumam un maksligajai adai. Ar antistatisku efektu un efektivu smaku neitralizaciju.

Panela tirisanas lidzeklis, pusmatéts 0,5L 98 | 6.296-107.0 | Dzili attirosa kopsana un aizsardziba visam plastmasas un gumijas virsmam. Virsmas k|Ost zidaini | O
matétas, izskatas ka jaunas, patikamas uz taustiu, ka arT Gdeni, netirumus atgrodosas.
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TRANSPORTLIDZEKLA APKOPE

Pulésanas vasks 0,5! 99 | 6.296-108.0 | Intensiva tirisanas, mazgasanas un pret laikapstakliem izturiga aizsardziba viena piegajiena. Tiek
aizvaktas smalkas skrambas un Svikas un tiek atjaunots sakotnéjais krasas mirdzums.

Disku tirisanas lidzeklis 0,51 100 | 6.296-048.0 | Ar maksimalu tirisanas jaudu un atras iedarbibas formulu. Palidz nonemt visu veidu netirumus, kas
nogulstas uz riepu diskiem no cela. Vieda krasu maina norada, ka tirisanas lidzeklis iedarbojas laika
gaita.

Ziemas véjstiklu tirisanas lidzeklis, koncentrats| 101 | 6.296-109.0 | Tirisanas un pretaizsalsanas lidzeklis véjstiklu un lukturu tirisanas sistémam. Noveérs veéjstiklu
apsalsanu un garante caurskatamibu bez svitram un atspidumiem. Tilpums 5 litri.

"lesledz un tiri" automobilu Sampuns 102 | 6.295-750.0 | Viegli sarmains, efektivs automobilu Sampuns standarta cela un ziemas netirumiem. Spéecigs, bet
maigs. "lesledz un tiri"; vienkarsi ielieciet 1 litra pudeli un izmantojiet kopa ar augstspiediena
tiritaju.

Ultra putu tiritajs 11 ™ 103 | 6.295-743.0 | Ultra putu tiritajs 1 litra pudelé - daudz putu un aktiva tirisana. Izmantosanai kopa ar KARCHER
putu uzgaliem. Tpasi efektivs pret standarta transportlidzek|u netirumiem.

Lidzeklis moto un velo tirisanai 104 | 6.295-763.0 | Manualai motociklu un velosipédu tirisanai. Saudzigi un efektivi nonem netirumus, pieméram,
bremzu putek|us, riepu nodilumu, kukainus, dublus un ellu. Gelveida struktUra értai lietosanai.

IZMANTOJAMS VISA MAJA

Akmens tirisana un apkope

Plug 'n' Clean akmens un fasades tiritajs 105 | 6.295-765.0 | Jaudigs akmens tiritajs ar unikalu tris viena (3-in-1) sastavu, kas, pateicoties aktivajam netirumu
skidinatajam, ka ar efektivajai aizsargajosas sastavam pret algém, véju un laika apstakliem,
nodrosina neparspéjamu tiribu. Ipasi efektiva tirisana, ropes un aizsardziba viena produkta. To var
izmantot uz terasém, sienam un fasadém visa maja un darza.

Koka tirisana un apkope

Plug 'n' Clean koka virsmu tiritajs 106 | 6.295-757.0 | ledarbigs koka virsmu tiritajs ar unikalu tris viena (3-in-1) sastavu, kas, pateicoties ta aktivajam
netirumu skidinatajam, nodrosina neparspéjamu tiribu, ka ari sniedz UV aizsardzibu un nodrosina
intensivu kopsanu. Ipasi efektiva tirisana, ropes un aizsardziba viena produkta. To var izmantot uz
visam ara apstradatajam un neapstradatajam koka virsmam.

Plastmasas tiri3ana un apkope

"lesledz un tiri" plastmasas tirisanas lidzeklis | 107 | 6.295-758.0 | Plastmasas tiritajs darza mébelém, PVC materiala logu ramjiem, plastmasas u. c. Plug'n'Clean

virsmam: vienkarsi ielieciet viena litra pudeli un izmantojiet kopa ar augstspiediena tiritaju.
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